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DS-USC411-AT-190911 

SPECIFICATIONS  

Power supply 24V DC 
Power output-horn speaker 15W 
Built-in ringer sound 85 dB at 1m 
Relay contact  24V DC 1A 
Colour Dark blue / black 
Material Aluminium 
Temperature range -25° to +70°C 
IP rating IP-22 
Dimensions (H x W x D) 269 x 94 x 36 mm 
Weight 0,8 kg 
Approvals / Compliance DNV A-12291, CE, IEC 60945 

FLUSH MOUNT STATION USC-411  

The USC-411 is a flush mount analogue telephone / intercom station with a high quality speaker. It can also act as 
master-station for talkback with USC-211 sub stations. The station is designed for use in Bridge and ECR console, 
with a neat screw-less design and red backlight with automatic dimming function. Standard use is loud-speaking 
hands free only, but an optional handset can be connected for private conversations.  
 
Type approved by DNV 

FEATURES 

• Full duplex, hands-free and PTT 

• Full numeric keyboard (DTMF & LD dialing) 

• Adjustable gains and volume 

• Connection for headset 

• Connection for handset 

• Connection for Horn speaker (8ohm 10W) 

• 3 direct call buttons 

• 4 ringing tones 

• Auto-dimmed backlight 

• Receives PA calls 

• Receives Alarm calls 

• Makes talkback calls as Masterstation 

• Can be called from any telephone  
 
OPTIONAL 

• Console Handset module 

OPTIONAL CONSOLE HANDSET 


