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URC-11 digital microphone remote control, flush mount or desk type. Supplied with TALK button, 5 zone  
selection buttons, ALL CALL button and DATA status LED. High quality swan  microphone. URC-10 version 
has an extra controls knob, for selecting message from digital message-bank (UDM-10). Operating by  
START/STOP and REPEAT/STOP control buttons. Also available as desktop units (D). 

DIGITAL MICROPHONE PANEL URC-10 / 11 

DS-URC10-URC11-PA-230911 

SPECIFICATIONS  
 Material   Epoxy painted aluminium 
 Colour   Blue- Black / Light grey (D) 
 Dimensions (URC-11)   240 x 144 x 70 mm (HWD) 
 Weight   Approx 0.8 kg 
 Approvals / Compliance   CE 

    FEATURES  
• 5 zone selection buttons 

• ALL zones selection button 

• TALK button 

• Digital message selector buttons (URC-10) 

• Power, Busy and Data status LEDs 

• Unidirectional condenser microphone to re-
duce feedback. 

• Priority on/off function. 

• Direct AUX line level input with gain control 
for connection of external music source etc.  

• RJ-45 Output and Link sockets 

• For flush mounting in consoles (URC-10 / 
URC-11) 

• For desktop (URC-10D / URC-11D) 

• Including 2 m RJ-45 cable and connection 
box 
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