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The UTP-10 FM/AM tuner, UCD-10M CD/mp3 player and UCDR-10 CD/mp3 player with FM/AM tuner 
modules has been especially developed for installation in the compartment provided for this purpose on the 
PA systems based on UPAS amplifiers. The modules can be installed very easily. The required fasteners and 
connectors as well as detailed installation instructions are supplied with the devices. 

SOUND SOURCE MODULES UTP-10 

DS-UTP10-UCD10M-UCDR10-PA-140111 

UCDR-10 

   FEATURES 
• Combined contain all the features as de-

scribed above UTP-10 and UCD-10M. 

SPECIFICATIONS 

 Tuner section As discribed in UTP-10 

 CD player section AS discribed in UCD-10M 
 Dimensions W x H x D 195 x 40 x 215 mm  
 Weight 1.4 kg 

UCD-10M 

   FEATURES 
• The device features "repeat play" and 

"random play" functions. 
• Other functions included are "intro scan play" 

and "cue review". 
• The CD/mp3 player module can also be 

remote-controlled. 
• Playing CD and mp3 discs 

SPECIFICATIONS 

 Digital filter 8 times over-sampling 

 Frequency response 10 - 20000 Hz (± 1 dB) 
 THD  Less than 0.03% (1 kHz) 
 S/N Better than 85 dB 
 Dimensions W x H x D 195 x 40 x 215 mm  
 Weight 1.3 kg 

 Loading time 6 s 

   FEATURES 
• The modules can also be installed in any 

other device (amplifier, central audio unit, 
etc.). 

• The tuner has 18 presets, 2 x 6 for FM and 1 
x 6 for AM. 

• Tuning and programming is performed with 
the respective buttons. 

SPECIFICATIONS 

 Wavebands FM 87.5 - 108.0 Mhz 
AM 522 - 1.620 kHz 

 Antenna inputs FM: 300 ohms balanced or  
75 ohms unbalanced 
AM: wire antenna 

 Sensitivity  FM: 2 uV, AM: 4.5 uV 
 S/N FM: 60 dB, AM: 45 dB 
 Dimensions W x H x D 195 x 40 x 120 mm  
 Weight 0.6 kg 


