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SPECIFICATIONS 

Stations presets 6 FM1 / 6 FM2 / 6 AM 
Disc format CD, mp3 disc 
Power Supply 230 V AC, 24 V DC(aux.) 
Dimmension (W x H x D) 483 x 43 x 295 mm (1RU) 
Weight 4,3 kg 
Approvals / Compliance CE 

This 19” rack mounted module is combined of CD/MP3 player and TUNER. Tuner module has 12 FM and 6 
AM station presets. Tuning can be done automaticlly or manually. Whenever reception is poor device provides 
mono selection to suppress noise. On ther rear side there is a 75Ω coax connection for the included wire 
antenna or for existing antenna splitter. 

CD/MP3 –TUNER COMBINATION UNIT UTU-100D3 

DS-UTU103D-PA-230911 

   FEATURES 
 

• RDS radio 

• Presets for Radio stations 

• Individual CD output 

• Individual Radio Output 

• CD  plays standard and mp3 disc 

• CD unit with shuffle, repeat, program, etc. 

• Operates either on 230V AC or 24V DC 

1. CD stereo output (RCA) 
2. Priority stereo output (RCA) 
3. Tuner stereo output (RCA) 
4. 75 Ω coax antenna input 
5. Terminal for AM antenna 
6. 24 V input for aux. power supply 
7. IEC power inlet with fuse holder 


